
 

  
 

 

 

APPLICATION  

• ELEMENT FOR LIQUID  
SERVICE TO CAPTURE SOLID CONTAMINANT 

FEATURES / BENEFITS  

• DELIVERS RELIABLE AND CONSISTANT FILTRATION  
OF FLUIDS IN A WIDE RANGE OF APPLICATIONS WHERE  
NOMINAL FILTRATION IS SUFFICIENT.   

SPECIFICATIONS   

• 6.000”OD x 2.625”ID x 18.000”L nominal dims  
• ½ MICRON NOMINAL PARTICULATE REMOVAL 
•  PLEATED RESIN IMPREGNATED CELLULOSE MEDIA   
• METAL CORE     
• METAL END CAPS   
• END CAPS ARE DOUBLE OPEN END WITH FLAT GASKET SEAL   
•  BUNA GASKET 

OPERATING PARAMETERS  

• MAXIMUM OPERATING TEMPERATURE: 240°F / 115.6°C  
• RECOMMENDED CHANGE-OUT DIFFERENTIAL PRESSURE:  

20 psid / 1.38 bar 
•  MAXIMUM ALLOWABLE DIFFERENTIAL PRESSURE OF ELEMENT:  

75 psid / 5.71 bar 
• DO NOT EXCEED MAXIMUM ALLOWABLE DIFFERENTIAL  

PRESSURE OF THE VESSELS ELEMENT SUPPORT PLATE  
• STANDARD FLOW DIRECTION: OUTSIDE TO INSIDE 
• MAX FLOW RATE : 30GPM 

 

PACKAGED (6) PER BOX 

 

Pleated Resin Cellulose Media Filter 

FI-718-.05 ( ½ MICRON ) 

 



APPLICATION 

• ELEMENT FOR LIQUID
SERVICE TO CAPTURE SOLID CONTAMINANT

FEATURES / BENEFITS 

• DELIVERS RELIABLE AND CONSISTANT FILTRATION
OF FLUIDS IN A WIDE RANGE OF APPLICATIONS WHERE
NOMINAL FILTRATION IS SUFFICIENT. 

SPECIFICATIONS  

• 6.000”OD x 2.625”ID x 18.000”L nominal dims
• 5 MICRON NOMINAL PARTICULATE REMOVAL
• PLEATED RESIN IMPREGNATED CELLULOSE MEDIA
• METAL CORE
• METAL END CAPS
• END CAPS ARE DOUBLE OPEN END WITH FLAT GASKET SEAL
• BUNA GASKET

OPERATING PARAMETERS 

• MAXIMUM OPERATING TEMPERATURE: 240°F / 115.6°C
• RECOMMENDED CHANGE-OUT DIFFERENTIAL PRESSURE:

20 psid / 1.38 bar 
• MAXIMUM ALLOWABLE DIFFERENTIAL PRESSURE OF ELEMENT:

75 psid / 5.71 bar 
• DO NOT EXCEED MAXIMUM ALLOWABLE DIFFERENTIAL

PRESSURE OF THE VESSELS ELEMENT SUPPORT PLATE
• STANDARD FLOW DIRECTION: OUTSIDE TO INSIDE
• MAX FLOW RATE : 30GPM

PACKAGED (6) PER BOX 

Pleated Resin Cellulose Media Filter 

FI-718-5 (5 Micron)
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